
For soil, water or surface 
temperatures

Utilises a precision 10k  thermistorΩ

Longer cable lengths available 

Temperature Probe 
SKTS 200 Series

Skye Instruments offer a variety of temperature probes for many different 
applications, including indoor and outdoor air temperature, soil and ground 
temperature, water temperature, small area or surface temperatures etc.

This datasheet describes the two temperature probes which utilise a 10kΩ 
precision, curve matched thermistor element.  

The SKTS 200 probe houses the thermistor in a robust and fully submersible tip.  
This is ideal for inserting into the soil for measuring round temperatures, or for 
long term monitoring of water temperatures.

In the SKTS 200U ‘unsheathed’ probe, the thermistor has a thin, weatherproof 
PVC coating for a fast response to temperature. The tip size is greatly reduced 
and is ideal for small area or surface measurements. This probe is not 
submersible.

All temperature probes can be supplied wire ended for user’s own dataloggers or 
systems, or with waterproof connectors for use with Skye’s dataloggers and 
meters.

Skye DataHog and MiniMet dataloggers are ready programmed with the 10kΩ 
thermistor curve so that they will read out in C directly from these 2 probes.°

Sensing Element   10KΩ curve-matched  
   thermistor

Resistance           10,000 Ω at +25°C

Resolution            Better than 0.01°C - limited 
   by readout equipment 

Range                  -20°C to +100°C

Accuracy               0.2°C from 0 to 60°C 
   (0.3°C at -20°C)

Tip Dimensions     

SKTS 200 -      sheathed 7mm 
                diameter x 60mm 
           
SKTS 200U -    unsheathed 1.8mm  
                diameter x 6mm

Cable length         3m screened cable (Up to  
   50m on request)

SKTS 200 SERIES SPECIFICATIONS

NOTES ON SPECIFICATIONS

ORDERING INFORMATION

Sensor

SKTS 200 -  10kΩ thermistor soil 
and water temperature probe with 
3m. cable

SKTS 200U -  Unsheathed 10kΩ 
thermistor temperature probe with 
3m. cable

Accessories

SKRS 090- Mini radiation screen for 
SKTS probes, surface/grass 
temperature

Dataloggers

SDL 5000 series DataHog2 
dataloggers
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